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CMBT3904E (NPN)
CMBT3906E (PNP)
40V, 200mA
NPN and PNP General Purpose
Low VCE(SAT) Small Signal Transistors 
in the SOT-923

The CMBT3904E and the CMBT3906E are 40V, 200mA NPN and PNP transistors with an exceptionally low VCE(SAT) specifi cation 
and packaged in the space saving SOT-923 surface mount case. This energy effi cient device is ideal for portable battery powered 
electronic products and suitable for signal switching, amplifi cation, voltage clamping, and circuit protection applications. 

SOT-923
Marking Code
CMBT3904E: B
CMBT3906E: G
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The SOT-923 utilizes 75% less space than the SOT-523

The SOT-923 has a 47% lower profi le than the SOT-523

• Very small package size

• 200mA Collector Current

•  RoHS compliant/ Pb Free

• Low VCE(SAT) (0.1V TYP @ 50mA)

• Miniature 1.10 x 0.65 x 0.41mm ultra low height profile
    FEMTOmini™ Surface Mount Package

• DC / DC Converters
• Voltage Clamping
• Protection Circuits

•  Battery powered applications 
including: Cell Phones, 
Digital Cameras, Pagers, PDAs, 
Laptop Computers, etc.

Order your selection guides today 
visit: web.centralsemi.com/search/sample.php
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To order samples of these devices visit:
www.centralsemi.com/info/CMBT390
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Dimensions shown are maximum values in mm.
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For further information contact:
Sales at Central Semiconductor Corp.

(631) 435-1110 or visit our website at:
w w w . c e n t r a l s e m i . c o m
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Packaging Base

Mounting Pad Geometry (Dimensions in mm) Tape Dimensions and Orientation  (Dimensions in mm)

 7” Reel = 8,000 pcs. (add TR suffix to part number)

Reel Packing Information

Mechanical Drawing

Sample devices available upon request. To order samples of this device visit: www.centralsemi.com/info/CMBT390

LEAD CODE:
1) BASE
2) EMITTER
3) COLLECTOR

MARKING CODE

CMBT3904E: B
CMBT3906E: G

Reel
Size

Reels per Box
(Maximum)

Parts per Box
(Maximum)

Box Dimensions Shipping Weight (Max.)

INCH CM LB KG

7”

3
9

18
40
108

24,000
72,000
144,000
320,000
864,000

8x7x2
9x9x5
9x9x9
21x9x9

27x9x17

20x18x5
23x23x13
23x23x23
53x23x23
69x23x43

1
3
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1
2
3
6
16

Tape Width: 8mm

Direction of Unreeling

* Devices are taped in 
accordance with 

Electronic Industries 
Association Standard 

EIA-481-1-A 


